Architect Field Report #23

Project: Rehabilitation of FQ Sanchez  Project No.: 144067.02 Date: 09/04/26 & 09/11/26

Time: 12:00 pm & 09:00 AM Temperature: 84° Weather: Cloudy

Estimate of Completion: N/A Conformance with Schedule:N/A

Reported by: Joseph Pangelinan
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WORK IN PROGRESS:
Exterior sewer & water lines.
Roof coating.

OBSERVATIONS:

09/04/26: Sewer & Water lines were observed to be partially installed. BME was advised that
shop drawings were not complete and further details from designer of record needed clarification
to include connection to existing sewer main, trench requirements for water & sewer lines, and
permit approval requirements from DPW/GWA. Potential archeological findings were also noted
around the upper level in front of Classroom #1 (Refer to KLF incident email report dated
08.28.26).

09/11/26: Roof inspection was done with” ISLA coatings & Roofing Supply” representative on
site. All dry film thickness samples measured at least 71 mils thick or better surpassing the
specification requirement of 60 mils. Each roof had some minor discrepancies such as air
pockets in various spots, tears, stains, and overlapping membranes not fully sealed. Majority of
the roofs looked to be in good condition. It was also noted that the existing mango trees on the
backside of the building are still dropping leaves on the roof and have left residue and algae
stains on the roof. Removal of the trees is recommended to preserve the roof and roof coating.

ITEMS TO VERIFY:
Possible alternate location for materials.

INFORMATION OR ACTION REQUIRED:

BME'’s status with Bonding Company and ability to complete project.

ATTACHMENTS:
SITE PHOTOS, September 04 & 11, 2026.
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B1.1 Shallow water line.

B1.2 Connection of water & sewer to main line.
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B1.4 Trench depth (30”) in front of lower-level building
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B1.5 Trench near water meter

B1.6 Water line trench at lower-level building
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Church ruins

B1.8 Trench width 12"-13” between church ruins and upper-level restrooms
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B1.10 Potential archeological finding in front of upper-level restrooms

Potential archaeological
elements. Waiting for
confirmation
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New sewer line

Abandoned sewer line

B1.12 Sewer line connection to upper-level restrooms. Old sewer line abandoned.
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B1.14 Electrical manhole near main road
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B1.16 Sewer line connection at end of building (lower-level)
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B1.17 Generator building No exterior doors.

B1.18 Empty water storage tanks (2 each)
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B1.19 Admin Office patio

B1.20 Admin office patio and parking
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B2.2 View of overlapping upper & lower roofs
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B2.3 Air pockets in roof coating at various spots around inverted beams above stage area

B2.4 Roof coating DFT at 74 mils for lower roof level
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B2.5 Seams not completely sealed

B2.6 Holes in roof coating need to be repaired
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B2.7 DFT sampling

Algae & roof stain

B2.8 Algae build-up at end of lower-level building
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Inadequate

B2.9 Vegetation at roof edge above stage area due to leaf accumulation around drain

B2.10 Chemical stain and seam not properly sealed above Classrooms 1-5
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B2.11 Roof coating needs to be removed from coping flashing

B2.12 Roof coating needs to be removed from coping flashing and area cleaned
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B2.14 Repair edge of roof and seams above classroom 6 &7
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B2.15 DFT sampling (82 mils) above classroom 6

Ridge cap with roof
coating

B2.16 Roof coating not fully adhered to ridge material above Admin Office
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B2.17 Repair roof coating above Admin Office roof edge

B2.18 DFT sampling (83 mils) above Admin Office
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